FOR THICKNESS

TYPICAL SECTIONS

FURNISHED EXCAVATION

TOPSOIL FURNISH AND PLACE, &

TURF REINFORCEMENT MAT

107-0*

570"

Ve
{5"; V 7
Ve
//
G A<
20
O
(¢] OEOC()%)
‘o)
o
00 P
o OQO QOOOQQ d
~ &

1:1 SLOP

STONE RIPRAP, CLASS A4

TO0 11"-0”

& VAR.

* 5-0" WIDTH IS THE ABSOLUTE MINIMUM. SEE CROSS SECTIONS
FOR VARIED WIDTH LOCATIONS, VARIED WIDTH IS INTENDED TO
BLEND BACKSLOPE INTO THE NATURAL ENVIRONMENT
MINIMAL DISRUPTION TO EXISTING FEATURES.

WITH

FILTER FABRIC

| 6-0"

2'-8",

?_ILS

12/-0% 127-0"

BENCH EXISTING SLOPE

GUTTER, .
STA 31+29.30 TO STA 32+73.80

GUTTER REMOVAL
STA 31429.30 TO STA 32+73.80

YPE B-6.24

STA. 30+50.00 TO STA. 33+50.00

NOTES:
CONTRACTOR SHALL MAINTAIN A
MINIMUM 0.50% DITCH GRADE.
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STATE OF ILLINOIS
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SECTION

COUNTY

SHEET

TOTAL
SHEETS| NO.

595

(187) M-2

ROCK ISLAND

41
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SCALE:
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SHEETS | STA. TO STA.

CONTRACT NO. 64ETS
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